OUST’s Summary of 40 CFR Part 63: 

National Emission Standards for Hazardous Air Pollutants for Source Categories: Gasoline Distribution Bulk Terminals, Bulk Plants, and Pipeline Facilities; and Gasoline Dispensing Facilities

Publication date: January 10, 2008

For a complete listing of the requirements, go to 40 CFR Part 63 at:

http://www.regulations.gov/fdmspublic/component/main?main=DocumentDetail&o=090000648039866d
Subpart CCCCCC applies to owners and operators of gasoline dispensing facilities.

Purpose

to establish national emission limitations & management practices for hazardous air pollutants emitted from the loading of gasoline storage tanks at gasoline dispensing facilities.

Requirements – Basically the rule contains 3 Categories – Facilities with a monthly throughput of:

1. less than 10,000 gallons must:

- o/o must not allow gasoline to be handled in a manner that would result in vapor releases to the atmosphere for extended periods of time.  Includes O&M measures to be taken (minimizing spills, quickly cleaning up spills, covering open gas containers, minimizing gasoline sent to open waste collection systems)

- not required to submit notifications or reports

- must have records documenting gasoline throughput available within 24 hrs of a request by the Administrator

2. 10,000 or more and less than 100,000 gallons must:

- must comply with less than 10,000 gallons throughput requirement above

- must have submerged fill pipes (if installed on or before 11/9/06, it must be no more than 12 inches from bottom; if installed after, 6 inches) – storage tanks <250 gallons are not required to comply with this

- notification - must submit initial by May 9, 2008 or at the time the facility becomes subject to this requirement and submit a notification of compliance (there are some exceptions)

3. 100,000 gallons or more must:

- must comply with less than 100,000 gallons throughput requirement above

- meet vapor balance management practices requirements (see Table 1) or achieve emissions reduction of at least 90%

- tanks w/ a capacity of less than 250 gallons and tanks with floating roofs don’t have to meet these requirements; tanks <2000 gallons constructed before 1/10/08 don’t have to meet these requirements.

- fuel delivery trucks must meet some management practices

- Initial and 3-year testing of vapor balance systems is required (demonstrating compliance with leak rate and cracking pressure requirements) and keep records for 5 years (there is also a reporting requirement to the administrator for some cases)

- notification - must submit initial by May 9, 2008 or at the time the facility becomes subject to this requirement and submit a notification of compliance (there are some exceptions)

Effective Dates for Meeting the Requirements

- New affected source (construction commenced after November 9, 2006): January 10, 2008 

- Reconstructed affected source (fixed capital costs of the new components exceed 50 percent of the fixed capital cost that would be required to construct a comparable new source): January 10, 2008

- Existing affected source (not new or reconstructed): January 10, 2011

Enforcement

- EPA or delegated authority such as state, local, or tribal agency can implement and enforce these requirements

